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6 14 GAUGE SHEET WELD TO DOOR INTERIOR.

BEVELED EDGELOCK EDGE

SQUARE EDGE

DOORS MEET LEED REQUIREMENTS 
AND BUY AMERICAN STANDARDS.

LABELING AGENCIES:
UNDERWRITES LABRATORY INC.
WARNOCK HERSEY INTL.
FACTORY MUTUAL SYSTEM
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X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X

1/8"1/8"

1/8"

3/4"

SUB-7

1

4 5

6 7

FOR LOCK PREPS
SEE DOOR PREP PAGE

POLYSTRENE

LOCK PREP

CORE

NVSSTANDARD

DOOR MEETS OR EXCEEDS ANSI 250.4 
PERFOMANCE TEST:

20 GAUGE STEEL (500,000 CYCLES)

18 & 16 GAUGE STEEL (1,000,000 
CYLCLES)

AVAILABLE IN:
CR, A60, G-90

BULLET ASSEMBLY

X

MUST HAVE BULLET RATED GLASS.
GLASS LITE AVAILABLE: 10" X 10" MIN. 28" X 58" MAX
WITH APPROPRIATE GLAZING (BY OTHERS)
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